SENT VIA USPS AND E-MAIL:
eibanez@ci.azusa.ca.us
Edson Ibanez, Assistant Planner
City of Azusa – Community Development Department (Planning Division)
213 East Foothill Boulevard
Azusa, California 91702

March 20, 2018

Notice of Preparation of a Draft Environmental Impact Report for the
Canyon City Business Center1
The South Coast Air Quality Management District (SCAQMD) staff appreciates the opportunity to
comment on the above-mentioned document. SCAQMD staff’s comments are recommendations
regarding the analysis of potential air quality impacts from the Proposed Project that should be included
in the Draft Environmental Impact Report (EIR). Please send SCAQMD a copy of the Draft EIR upon its
completion. Note that copies of the Draft EIR that are submitted to the State Clearinghouse are not
forwarded to SCAQMD. Please forward a copy of the Draft EIR directly to SCAQMD at the address
shown in the letterhead. In addition, please send with the Draft EIR all appendices or technical
documents related to the air quality, health risk, and greenhouse gas analyses and electronic
versions of all air quality modeling and health risk assessment files2. These include emission
calculation spreadsheets and modeling input and output files (not PDF files). Without all files and
supporting documentation, SCAQMD staff will be unable to complete our review of the air quality
analyses in a timely manner. Any delays in providing all supporting documentation will require
additional time for review beyond the end of the comment period.
Air Quality Analysis
SCAQMD adopted its California Environmental Quality Act (CEQA) Air Quality Handbook in 1993 to
assist other public agencies with the preparation of air quality analyses. SCAQMD recommends that the
Lead Agency use this Handbook as guidance when preparing its air quality analysis. Copies of the
Handbook are available from SCAQMD’s Subscription Services Department by calling (909) 396-3720.
More guidance developed since this Handbook is also available on SCAQMD’s website at:
http://www.aqmd.gov/home/regulations/ceqa/air-quality-analysis-handbook/ceqa-air-quality-handbook(1993). SCAQMD staff also recommends that the Lead Agency use the CalEEMod land use emissions
software. This software has recently been updated to incorporate up-to-date state and locally approved
emission factors and methodologies for estimating pollutant emissions from typical land use
development. CalEEMod is the only software model maintained by the California Air Pollution Control
Officers Association (CAPCOA) and replaces the now outdated URBEMIS. This model is available free
of charge at: www.caleemod.com.

1

The Proposed Project would include construction of industrial and warehouse buildings totaling 463,436 square feet on 23.43
acres.
2 Pursuant to the CEQA Guidelines Section 15174, the information contained in an EIR shall include summarized technical data,
maps, plot plans, diagrams, and similar relevant information sufficient to permit full assessment of significant environmental
impacts by reviewing agencies and members of the public. Placement of highly technical and specialized analysis and data in the
body of an EIR should be avoided through inclusion of supporting information and analyses as appendices to the main body of
the EIR. Appendices to the EIR may be prepared in volumes separate from the basic EIR document, but shall be readily
available for public examination and shall be submitted to all clearinghouses which assist in public review.
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SCAQMD has also developed both regional and localized significance thresholds. SCAQMD staff
requests that the Lead Agency quantify criteria pollutant emissions and compare the results to
SCAQMD’s CEQA regional pollutant emissions significance thresholds to determine air quality impacts.
SCAQMD’s CEQA regional pollutant emissions significance thresholds can be found here:
http://www.aqmd.gov/docs/default-source/ceqa/handbook/scaqmd-air-quality-significance-thresholds.pdf.
In addition to analyzing regional air quality impacts, SCAQMD staff recommends calculating localized
air quality impacts and comparing the results to localized significance thresholds (LSTs). LSTs can be
used in addition to the recommended regional significance thresholds as a second indication of air quality
impacts when preparing a CEQA document. Therefore, when preparing the air quality analysis for the
Proposed Project, it is recommended that the Lead Agency perform a localized analysis by either using
the LSTs developed by SCAQMD staff or performing dispersion modeling as necessary. Guidance for
performing
a
localized
air
quality
analysis
can
be
found
at:
http://www.aqmd.gov/home/regulations/ceqa/air-quality-analysis-handbook/localized-significancethresholds.
The Lead Agency should identify any potential adverse air quality impacts that could occur from all
phases of the Proposed Project and all air pollutant sources related to the Proposed Project. Air quality
impacts from both construction (including demolition, if any) and operations should be calculated.
Construction-related air quality impacts typically include, but are not limited to, emissions from the use of
heavy-duty equipment from grading, earth-loading/unloading, paving, architectural coatings, off-road
mobile sources (e.g., heavy-duty construction equipment) and on-road mobile sources (e.g., construction
worker vehicle trips, material transport trips). Operation-related air quality impacts may include, but are
not limited to, emissions from stationary sources (e.g., boilers), area sources (e.g., solvents and coatings),
and vehicular trips (e.g., on- and off-road tailpipe emissions and entrained dust). Air quality impacts from
indirect sources, such as sources that generate or attract vehicular trips, should be included in the analysis.
In the event that the Proposed Project generates or attracts vehicular trips, especially heavy-duty dieselfueled vehicles, it is recommended that the Lead Agency perform a mobile source health risk assessment.
Guidance for performing a mobile source health risk assessment (“Health Risk Assessment Guidance for
Analyzing Cancer Risk from Mobile Source Diesel Idling Emissions for CEQA Air Quality Analysis”) can
be found at: http://www.aqmd.gov/home/regulations/ceqa/air-quality-analysis-handbook/mobile-sourcetoxics-analysis. An analysis of all toxic air contaminant impacts due to the use of equipment potentially
generating such air pollutants should also be included.
In addition, guidance on siting incompatible land uses (such as placing homes near freeways) can be
found in the California Air Resources Board’s Air Quality and Land Use Handbook: A Community
Health Perspective, which can be found at: http://www.arb.ca.gov/ch/handbook.pdf. CARB’s Land Use
Handbook is a general reference guide for evaluating and reducing air pollution impacts associated with
new projects that go through the land use decision-making process. Guidance3 on strategies to reduce air
pollution
exposure
near
high-volume
roadways
can
be
found
at:
https://www.arb.ca.gov/ch/rd_technical_advisory_final.PDF.
SCAQMD Staff’s Recommendation for Truck Trip Rates for High Cube Warehouse Projects
SCAQMD staff recommends the use of truck trip rates from the Institute of Transportation Engineers
(ITE) for high cube warehouse projects located in SCAQMD (i.e. 1.68 average daily vehicle trips per
1,000 square feet and 0.64 average daily truck trips per 1,000 square feet). Consistent with CEQA
3

In April 2017, CARB published a technical advisory, Strategies to Reduce Air Pollution Exposure Near High-Volume
Roadways: Technical Advisory, to supplement CARB’s Air Quality and Land Use Handbook: A Community Health Perspective.
This technical advisory is intended to provide information on strategies to reduce exposures to traffic emissions near high-volume
roadways to assist land use planning and decision-making in order to protect public health and promote equity and environmental
justice. The technical advisory is available at: https://www.arb.ca.gov/ch/landuse.htm.
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Guidelines, the Draft EIR for the Proposed Project may use a non-default trip rate if there is substantial
evidence supporting another rate is more appropriate for the air quality analysis.
For high cube warehouse projects, SCAQMD staff has been working on a Warehouse Truck Trip Study to
better quantify trip rates associated with local warehouse and distribution projects, as truck emission
represent more than 90 percent of air quality impacts from these projects. Details regarding this study can
be found online here: http://www.aqmd.gov/home/regulations/ceqa/air-quality-analysis-handbook/highcube-warehouse.
Mitigation Measures
In the event that the Proposed Project generates significant adverse air quality impacts, CEQA requires
that all feasible mitigation measures that go beyond what is required by law be utilized during project
construction and operation to minimize these impacts. Pursuant to CEQA Guidelines Section 15126.4
(a)(1)(D), any impacts resulting from mitigation measures must also be discussed. Several resources are
available to assist the Lead Agency with identifying potential mitigation measures for the Proposed
Project, including:
 Chapter 11 of SCAQMD’s CEQA Air Quality Handbook
 SCAQMD’s CEQA web pages available here: http://www.aqmd.gov/home/regulations/ceqa/airquality-analysis-handbook/mitigation-measures-and-control-efficiencies
 SCAQMD’s Rule 403 – Fugitive Dust, and the Implementation Handbook for controlling
construction-related emissions and Rule 1403 – Asbestos Emissions from Demolition/Renovation
Activities
 SCAQMD’s Mitigation Monitoring and Reporting Plan (MMRP) for the 2016 Air Quality
Management Plan (2016 AQMP) available here (starting on page 86):
http://www.aqmd.gov/docs/default-source/Agendas/Governing-Board/2017/2017-mar3-035.pdf
 CAPCOA’s Quantifying Greenhouse Gas Mitigation Measures available here:
http://www.capcoa.org/wp-content/uploads/2010/11/CAPCOA-Quantification-Report-9-14Final.pdf
Additional mitigation measures for operational air quality impacts from mobile sources that the Lead
Agency should consider in the Draft EIR may include the following:








Require the use of 2010 and newer haul trucks (e.g., material delivery trucks and soil
import/export). In the event that that 2010 model year or newer diesel haul trucks cannot be
obtained, provide documentation as information becomes available and use trucks that meet EPA
2007 model year NOx emissions requirements4, at a minimum. Additionally, consider other
measures such as incentives, phase-in schedules for clean trucks, etc.
Have truck routes clearly marked with trailblazer signs, so that trucks will not enter residential
areas.
Limit the daily number of trucks allowed at the Proposed Project to levels analyzed in the CEQA
document. If higher daily truck volumes are anticipated to visit the site, the Lead Agency should
commit to re-evaluating the Proposed Project through CEQA prior to allowing this land use or
higher activity level.
Provide electric vehicle (EV) Charging Stations (see the discussion below regarding EV charging
stations).
Should the Proposed Project generate significant regional emissions, the Lead Agency should
require mitigation that requires accelerated phase-in for non-diesel powered trucks. For example,

Based on a review of the California Air Resources Board’s diesel truck regulations, 2010 model year diesel haul trucks should
have already been available and can be obtained in a successful manner for the project construction California Air Resources
Board. March 2016. Available at: http://www.truckload.org/tca/files/ccLibraryFiles/Filename/000000003422/California-CleanTruck-and-Trailer-Update.pdf (See slide #23).
4
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natural gas trucks, including Class 8 HHD trucks, are commercially available today. Natural gas
trucks can provide a substantial reduction in health risks, and may be more financially feasible
today due to reduced fuel costs compared to diesel. In the Final CEQA document, the Lead
Agency should require a phase-in schedule for these cleaner operating trucks to reduce any
significant adverse air quality impacts. SCAQMD staff is available to discuss the availability of
current and upcoming truck technologies and incentive programs with the Lead Agency.
Trucks that can operate at least partially on electricity have the ability to substantially reduce the
significant NOx impacts from this project. Further, trucks that run at least partially on electricity
are projected to become available during the life of the project as discussed in the 2016-2040
Regional Transportation Plan/Sustainable Communities Strategy (2016-2040 RTP/SCS)5. It is
important to make this electrical infrastructure available when the project is built so that it is
ready when this technology becomes commercially available. The cost of installing electrical
charging equipment onsite is significantly cheaper if completed when the project is built
compared to retrofitting an existing building. Therefore, SCAQMD staff recommends the Lead
Agency require the Proposed Project and other plan areas that allow truck parking to be
constructed with the appropriate infrastructure to facilitate sufficient electric charging for trucks
to plug-in. Similar to the City of Los Angeles requirements for all new projects, SCAQMD staff
recommends that the Lead Agency require at least 5% of all vehicle parking spaces (including for
trucks) include EV charging stations6. Further, electrical hookups should be provided at the
onsite truck stop for truckers to plug in any onboard auxiliary equipment. At a minimum,
electrical panels should appropriately sized to allow for future expanded use.
Design the industrial building such that entrances and exits are such that trucks are not traversing
past neighbors or other sensitive receptors.
Design the industrial building such that any check-in point for trucks is well inside the Proposed
Project site to ensure that there are no trucks queuing outside of the facility.
Design the industrial building to ensure that truck traffic within the Proposed Project site is
located away from the property line(s) closest to its residential or sensitive receptor neighbors.
Restrict overnight parking in residential areas.
Establish overnight parking within the industrial building where trucks can rest overnight.
Establish area(s) within the Proposed Project site for repair needs.
Develop, adopt and enforce truck routes both in and out of city, and in and out of facilities.
Create a buffer zone of at least 300 meters (roughly 1,000 feet), which can be office space,
employee parking, greenbelt, etc. between the Proposed Project and sensitive receptors.

Additional mitigation measures for operational air quality impacts from other area sources that the Lead
Agency should consider in the Draft EIR may include the following:






5

Maximize use of solar energy including solar panels; installing the maximum possible number of
solar energy arrays on the building roofs and/or on the Project site to generate solar energy for the
facility.
Maximize the planting of trees in landscaping and parking lots.
Use light colored paving and roofing materials.
Utilize only Energy Star heating, cooling, and lighting devices, and appliances.
Install light colored “cool” roofs and cool pavements.
Require use of electric or alternatively fueled sweepers with HEPA filters.

Southern California Association of Governments. Accessed at: http://scagrtpscs.net/Pages/FINAL2016RTPSCS.aspx.
City of Los Angeles. Accessed at:
http://ladbs.org/LADBSWeb/LADBS_Forms/Publications/LAGreenBuildingCodeOrdinance.pdf.
6
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Use of water-based or low VOC cleaning products.

Alternatives
In the event that the Proposed Project generates significant adverse air quality impacts, CEQA requires
the consideration and discussion of alternatives to the project or its location which are capable of avoiding
or substantially lessening any of the significant effects of the project. The discussion of a reasonable
range of potentially feasible alternatives, including a “no project” alternative, is intended to foster
informed decision-making and public participation. Pursuant to CEQA Guidelines Section 15126.6(d),
the Draft EIR shall include sufficient information about each alternative to allow meaningful evaluation,
analysis, and comparison with the Proposed Project.
Permits
In the event that the Proposed Project requires a permit from SCAQMD, SCAQMD should be identified
as Responsible Agency for the Proposed Project. For more information on permits, please visit
SCAQMD webpage at: http://www.aqmd.gov/home/permits. Questions on permits can be directed to
SCAQMD’s Engineering and Permitting staff at (909) 396-3385.
Data Sources
SCAQMD rules and relevant air quality reports and data are available by calling SCAQMD’s Public
Information Center at (909) 396-2039. Much of the information available through the Public Information
Center is also available at SCAQMD’s webpage at: http://www.aqmd.gov.
SCAQMD staff is available to work with the Lead Agency to ensure that project air quality impacts are
accurately evaluated and any significant impacts are mitigated where feasible. If you have any questions
regarding this letter, please contact me at lsun@aqmd.gov or call me at (909) 396-3308.
Sincerely,

Lijin Sun
Lijin Sun, J.D.
Program Supervisor, CEQA IGR
Planning, Rule Development & Area Sources
LS
LAC180221-02
Control Number

APPENDIX

GUIDELINES FOR CMP TRANSPORTATION
IMPACT ANALYSIS

D
Important Notice to User: This section provides detailed travel statistics for the Los
Angeles area which will be updated on an ongoing basis. Updates will be distributed to all
local jurisdictions when available. In order to ensure that impact analyses reflect the best
available information, lead agencies may also contact MTA at the time of study initiation.
Please contact MTA staff to request the most recent release of “Baseline Travel Data for
CMP TIAs.”
D.1

OBJECTIVE OF GUIDELINES

The following guidelines are intended to assist local agencies in evaluating impacts of land
use decisions on the Congestion Management Program (CMP) system, through
preparation of a regional transportation impact analysis (TIA). The following are the basic
objectives of these guidelines:
Promote consistency in the studies conducted by different jurisdictions, while
maintaining flexibility for the variety of project types which could be affected by these
guidelines.
Establish procedures which can be implemented within existing project review
processes and without ongoing review by MTA.
Provide guidelines which can be implemented immediately, with the full intention of
subsequent review and possible revision.
These guidelines are based on specific requirements of the Congestion Management
Program, and travel data sources available specifically for Los Angeles County. References
are listed in Section D.10 which provide additional information on possible methodologies
and available resources for conducting TIAs.
D.2

GENERAL PROVISIONS

Exhibit D-7 provides the model resolution that local jurisdictions adopted containing CMP
TIA procedures in 1993. TIA requirements should be fulfilled within the existing
environmental review process, extending local traffic impact studies to include impacts to
the regional system. In order to monitor activities affected by these requirements, Notices
of Preparation (NOPs) must be submitted to MTA as a responsible agency. Formal MTA
approval of individual TIAs is not required.
The following sections describe CMP TIA requirements in detail. In general, the
competing objectives of consistency & flexibility have been addressed by specifying
standard, or minimum, requirements and requiring documentation when a TIA varies
from these standards.
2010 Congestion Management Program for Los Angeles County
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PROJECTS SUBJECT TO ANALYSIS

In general a CMP TIA is required for all projects required to prepare an Environmental
Impact Report (EIR) based on local determination. A TIA is not required if the lead agency
for the EIR finds that traffic is not a significant issue, and does not require local or regional
traffic impact analysis in the EIR. Please refer to Chapter 5 for more detailed information.
CMP TIA guidelines, particularly intersection analyses, are largely geared toward analysis
of projects where land use types and design details are known. Where likely land uses are
not defined (such as where project descriptions are limited to zoning designation and
parcel size with no information on access location), the level of detail in the TIA may be
adjusted accordingly. This may apply, for example, to some redevelopment areas and
citywide general plans, or community level specific plans. In such cases, where project
definition is insufficient for meaningful intersection level of service analysis, CMP arterial
segment analysis may substitute for intersection analysis.
D.4

STUDY AREA

The geographic area examined in the TIA must include the following, at a minimum:
All CMP arterial monitoring intersections, including monitored freeway on- or off-ramp
intersections, where the proposed project will add 50 or more trips during either the
AM or PM weekday peak hours (of adjacent street traffic).
If CMP arterial segments are being analyzed rather than intersections (see Section D.3),
the study area must include all segments where the proposed project will add 50 or
more peak hour trips (total of both directions). Within the study area, the TIA must
analyze at least one segment between monitored CMP intersections.
Mainline freeway monitoring locations where the project will add 150 or more trips, in
either direction, during either the AM or PM weekday peak hours.
Caltrans must also be consulted through the Notice of Preparation (NOP) process to
identify other specific locations to be analyzed on the state highway system.
If the TIA identifies no facilities for study based on these criteria, no further traffic analysis
is required. However, projects must still consider transit impacts (Section D.8.4).
D.5

BACKGROUND TRAFFIC CONDITIONS

The following sections describe the procedures for documenting and estimating
background, or non-project related traffic conditions. Note that for the purpose of a TIA,
these background estimates must include traffic from all sources without regard to the
exemptions specified in CMP statute (e.g., traffic generated by the provision of low and very
low income housing, or trips originating outside Los Angeles County. Refer to Chapter 5,
Section 5.2.3 for a complete list of exempted projects).
D.5.1 Existing Traffic Conditions. Existing traffic volumes and levels of service (LOS) on
the CMP highway system within the study area must be documented. Traffic counts must
2010 Congestion Management Program for Los Angeles County
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be less than one year old at the time the study is initiated, and collected in accordance with
CMP highway monitoring requirements (see Appendix A). Section D.8.1 describes TIA
LOS calculation requirements in greater detail. Freeway traffic volume and LOS data
provided by Caltrans is also provided in Appendix A.
D.5.2 Selection of Horizon Year and Background Traffic Growth. Horizon year(s)
selection is left to the lead agency, based on individual characteristics of the project being
analyzed. In general, the horizon year should reflect a realistic estimate of the project
completion date. For large developments phased over several years, review of intermediate
milestones prior to buildout should also be considered.
At a minimum, horizon year background traffic growth estimates must use the generalized
growth factors shown in Exhibit D-1. These growth factors are based on regional modeling
efforts, and estimate the general effect of cumulative development and other socioeconomic
changes on traffic throughout the region. Beyond this minimum, selection among the
various methodologies available to estimate horizon year background traffic in greater
detail is left to the lead agency. Suggested approaches include consultation with the
jurisdiction in which the intersection under study is located, in order to obtain more
detailed traffic estimates based on ongoing development in the vicinity.
D.6

PROPOSED PROJECT TRAFFIC GENERATION

Traffic generation estimates must conform to the procedures of the current edition of Trip
Generation, by the Institute of Transportation Engineers (ITE). If an alternative
methodology is used, the basis for this methodology must be fully documented.
Increases in site traffic generation may be reduced for existing land uses to be removed, if
the existing use was operating during the year the traffic counts were collected. Current
traffic generation should be substantiated by actual driveway counts; however, if infeasible,
traffic may be estimated based on a methodology consistent with that used for the proposed
use.
Regional transportation impact analysis also requires consideration of trip lengths. Total
site traffic generation must therefore be divided into work and non-work-related trip
purposes in order to reflect observed trip length differences. Exhibit D-2 provides factors
which indicate trip purpose breakdowns for various land use types.
For lead agencies who also participate in CMP highway monitoring, it is recommended that
any traffic counts on CMP facilities needed to prepare the TIA should be done in the
manner outlined in Chapter 2 and Appendix A. If the TIA traffic counts are taken within
one year of the deadline for submittal of CMP highway monitoring data, the local
jurisdiction would save the cost of having to conduct the traffic counts twice.
D.7

TRIP DISTRIBUTION

For trip distribution by direct/manual assignment, generalized trip distribution factors are
provided in Exhibit D-3, based on regional modeling efforts. These factors indicate
Regional Statistical Area (RSA)-level tripmaking for work and non-work trip purposes.
2010 Congestion Management Program for Los Angeles County
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(These RSAs are illustrated in Exhibit D-4.) For locations where it is difficult to determine
the project site RSA, census tract/RSA correspondence tables are available from MTA.
Exhibit D-5 describes a general approach to applying the preceding factors. Project trip
distribution must be consistent with these trip distribution and purpose factors; the basis
for variation must be documented.
Local agency travel demand models disaggregated from the SCAG regional model are
presumed to conform to this requirement, as long as the trip distribution functions are
consistent with the regional distribution patterns. For retail commercial developments,
alternative trip distribution factors may be appropriate based on the market area for the
specific planned use. Such market area analysis must clearly identify the basis for the trip
distribution pattern expected.
D.8

IMPACT ANALYSIS

CMP Transportation Impact Analyses contain two separate impact studies covering
roadways and transit. Section Nos. D.8.1-D.8.3 cover required roadway analysis while
Section No. D.8.4 covers the required transit impact analysis. Section Nos. D.9.1-D.9.4
define the requirement for discussion and evaluation of alternative mitigation measures.
D.8.1 Intersection Level of Service Analysis. The LA County CMP recognizes that
individual jurisdictions have wide ranging experience with LOS analysis, reflecting the
variety of community characteristics, traffic controls and street standards throughout the
county. As a result, the CMP acknowledges the possibility that no single set of
assumptions should be mandated for all TIAs within the county.
However, in order to promote consistency in the TIAs prepared by different jurisdictions,
CMP TIAs must conduct intersection LOS calculations using either of the following
methods:
The Intersection Capacity Utilization (ICU) method as specified for CMP highway
monitoring (see Appendix A); or
The Critical Movement Analysis (CMA) / Circular 212 method.
Variation from the standard assumptions under either of these methods for circumstances
at particular intersections must be fully documented.
TIAs using the 1985 or 1994 Highway Capacity Manual (HCM) operational analysis must
provide converted volume-to-capacity based LOS values, as specified for CMP highway
monitoring in Appendix A.
D.8.2 Arterial Segment Analysis. For TIAs involving arterial segment analysis, volume-tocapacity ratios must be calculated for each segment and LOS values assigned using the V/
C-LOS equivalency specified for arterial intersections. A capacity of 800 vehicles per hour
per through traffic lane must be used, unless localized conditions necessitate alternative
values to approximate current intersection congestion levels.
2010 Congestion Management Program for Los Angeles County
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D.8.3 Freeway Segment (Mainline) Analysis. For the purpose of CMP TIAs, a simplified
analysis of freeway impacts is required. This analysis consists of a demand-to-capacity
calculation for the affected segments, and is indicated in Exhibit D-6.
D.8.4 Transit Impact Review. CMP transit analysis requirements are met by completing
and incorporating into an EIR the following transit impact analysis:
Evidence that affected transit operators received the Notice of Preparation.
A summary of existing transit services in the project area. Include local fixed-route
services within a ¼ mile radius of the project; express bus routes within a 2 mile radius
of the project, and; rail service within a 2 mile radius of the project.
Information on trip generation and mode assignment for both AM and PM peak hour
periods as well as for daily periods. Trips assigned to transit will also need to be
calculated for the same peak hour and daily periods. Peak hours are defined as 7:308:30 AM and 4:30-5:30 PM. Both “peak hour” and “daily” refer to average weekdays,
unless special seasonal variations are expected. If expected, seasonal variations should
be described.
Documentation of the assumption and analyses that were used to determine the
number and percent of trips assigned to transit. Trips assigned to transit may be
calculated along the following guidelines:
Multiply the total trips generated by 1.4 to convert vehicle trips to person trips;
For each time period, multiply the result by one of the following factors:
3.5% of Total Person Trips Generated for most cases, except:
10% primarily Residential within 1/4 mile of a CMP transit center
15% primarily Commercial within 1/4 mile of a CMP transit center
7% primarily Residential within 1/4 mile of a CMP multi-modal transportation
center
9% primarily Commercial within 1/4 mile of a CMP multi-modal transportation
center
5% primarily Residential within 1/4 mile of a CMP transit corridor
7% primarily Commercial within 1/4 mile of a CMP transit corridor
0% if no fixed route transit services operate within one mile of the project
To determine whether a project is primarily residential or commercial in nature, please
refer to the CMP land use categories listed and defined in Appendix E, Guidelines for
New Development Activity Tracking and Self Certification. For projects that are only
partially within the above one-quarter mile radius, the base rate (3.5% of total trips
generated) should be applied to all of the project buildings that touch the radius
perimeter.
Information on facilities and/or programs that will be incorporated in the development
plan that will encourage public transit use. Include not only the jurisdiction’s TDM
Ordinance measures, but other project specific measures.
2010 Congestion Management Program for Los Angeles County
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Analysis of expected project impacts on current and future transit services and proposed
project mitigation measures, and;
Selection of final mitigation measures remains at the discretion of the local
jurisdiction/lead agency. Once a mitigation program is selected, the jurisdiction selfmonitors implementation through the existing mitigation monitoring requirements of
CEQA.
D.9

IDENTIFICATION AND EVALUATION OF MITIGATION

D.9.1 Criteria for Determining a Significant Impact. For purposes of the CMP, a
significant impact occurs when the proposed project increases traffic demand on a CMP
facility by 2% of capacity (V/C ≥ 0.02), causing LOS F (V/C > 1.00); if the facility is already
at LOS F, a significant impact occurs when the proposed project increases traffic demand
on a CMP facility by 2% of capacity (V/C ≥ 0.02). The lead agency may apply a more
stringent criteria if desired.
D.9.2 Identification of Mitigation. Once the project has been determined to cause a
significant impact, the lead agency must investigate measures which will mitigate the
impact of the project. Mitigation measures proposed must clearly indicate the following:
Cost estimates, indicating the fair share costs to mitigate the impact of the proposed
project. If the improvement from a proposed mitigation measure will exceed the impact
of the project, the TIA must indicate the proportion of total mitigation costs which is
attributable to the project. This fulfills the statutory requirement to exclude the costs of
mitigating inter-regional trips.
Implementation responsibilities. Where the agency responsible for implementing
mitigation is not the lead agency, the TIA must document consultation with the
implementing agency regarding project impacts, mitigation feasibility and
responsibility.
Final selection of mitigation measures remains at the discretion of the lead agency. The
TIA must, however, provide a summary of impacts and mitigation measures. Once a
mitigation program is selected, the jurisdiction self-monitors implementation through the
mitigation monitoring requirements contained in CEQA.
D.9.3 Project Contribution to Planned Regional Improvements. If the TIA concludes that
project impacts will be mitigated by anticipated regional transportation improvements,
such as rail transit or high occupancy vehicle facilities, the TIA must document:
Any project contribution to the improvement, and
The means by which trips generated at the site will access the regional facility.
D.9.4 Transportation Demand Management (TDM). If the TIA concludes or assumes that
project impacts will be reduced through the implementation of TDM measures, the TIA
must document specific actions to be implemented by the project which substantiate these
conclusions.
2010 Congestion Management Program for Los Angeles County
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APPENDIX

GUIDELINES FOR CMP TRANSPORTATION
IMPACT ANALYSIS

D
Important Notice to User: This section provides detailed travel statistics for the Los
Angeles area which will be updated on an ongoing basis. Updates will be distributed to all
local jurisdictions when available. In order to ensure that impact analyses reflect the best
available information, lead agencies may also contact MTA at the time of study initiation.
Please contact MTA staff to request the most recent release of “Baseline Travel Data for
CMP TIAs.”
D.1

OBJECTIVE OF GUIDELINES

The following guidelines are intended to assist local agencies in evaluating impacts of land
use decisions on the Congestion Management Program (CMP) system, through
preparation of a regional transportation impact analysis (TIA). The following are the basic
objectives of these guidelines:
Promote consistency in the studies conducted by different jurisdictions, while
maintaining flexibility for the variety of project types which could be affected by these
guidelines.
Establish procedures which can be implemented within existing project review
processes and without ongoing review by MTA.
Provide guidelines which can be implemented immediately, with the full intention of
subsequent review and possible revision.
These guidelines are based on specific requirements of the Congestion Management
Program, and travel data sources available specifically for Los Angeles County. References
are listed in Section D.10 which provide additional information on possible methodologies
and available resources for conducting TIAs.
D.2

GENERAL PROVISIONS

Exhibit D-7 provides the model resolution that local jurisdictions adopted containing CMP
TIA procedures in 1993. TIA requirements should be fulfilled within the existing
environmental review process, extending local traffic impact studies to include impacts to
the regional system. In order to monitor activities affected by these requirements, Notices
of Preparation (NOPs) must be submitted to MTA as a responsible agency. Formal MTA
approval of individual TIAs is not required.
The following sections describe CMP TIA requirements in detail. In general, the
competing objectives of consistency & flexibility have been addressed by specifying
standard, or minimum, requirements and requiring documentation when a TIA varies
from these standards.
2010 Congestion Management Program for Los Angeles County

APPENDIX D - GUIDELINES
D.3

FOR

CMP TRANSPORTATION IMPACT ANALYSIS

PAGE D-2

PROJECTS SUBJECT TO ANALYSIS

In general a CMP TIA is required for all projects required to prepare an Environmental
Impact Report (EIR) based on local determination. A TIA is not required if the lead agency
for the EIR finds that traffic is not a significant issue, and does not require local or regional
traffic impact analysis in the EIR. Please refer to Chapter 5 for more detailed information.
CMP TIA guidelines, particularly intersection analyses, are largely geared toward analysis
of projects where land use types and design details are known. Where likely land uses are
not defined (such as where project descriptions are limited to zoning designation and
parcel size with no information on access location), the level of detail in the TIA may be
adjusted accordingly. This may apply, for example, to some redevelopment areas and
citywide general plans, or community level specific plans. In such cases, where project
definition is insufficient for meaningful intersection level of service analysis, CMP arterial
segment analysis may substitute for intersection analysis.
D.4

STUDY AREA

The geographic area examined in the TIA must include the following, at a minimum:
All CMP arterial monitoring intersections, including monitored freeway on- or off-ramp
intersections, where the proposed project will add 50 or more trips during either the
AM or PM weekday peak hours (of adjacent street traffic).
If CMP arterial segments are being analyzed rather than intersections (see Section D.3),
the study area must include all segments where the proposed project will add 50 or
more peak hour trips (total of both directions). Within the study area, the TIA must
analyze at least one segment between monitored CMP intersections.
Mainline freeway monitoring locations where the project will add 150 or more trips, in
either direction, during either the AM or PM weekday peak hours.
Caltrans must also be consulted through the Notice of Preparation (NOP) process to
identify other specific locations to be analyzed on the state highway system.
If the TIA identifies no facilities for study based on these criteria, no further traffic analysis
is required. However, projects must still consider transit impacts (Section D.8.4).
D.5

BACKGROUND TRAFFIC CONDITIONS

The following sections describe the procedures for documenting and estimating
background, or non-project related traffic conditions. Note that for the purpose of a TIA,
these background estimates must include traffic from all sources without regard to the
exemptions specified in CMP statute (e.g., traffic generated by the provision of low and very
low income housing, or trips originating outside Los Angeles County. Refer to Chapter 5,
Section 5.2.3 for a complete list of exempted projects).
D.5.1 Existing Traffic Conditions. Existing traffic volumes and levels of service (LOS) on
the CMP highway system within the study area must be documented. Traffic counts must
2010 Congestion Management Program for Los Angeles County

APPENDIX D - GUIDELINES

FOR

CMP TRANSPORTATION IMPACT ANALYSIS

PAGE D-3

be less than one year old at the time the study is initiated, and collected in accordance with
CMP highway monitoring requirements (see Appendix A). Section D.8.1 describes TIA
LOS calculation requirements in greater detail. Freeway traffic volume and LOS data
provided by Caltrans is also provided in Appendix A.
D.5.2 Selection of Horizon Year and Background Traffic Growth. Horizon year(s)
selection is left to the lead agency, based on individual characteristics of the project being
analyzed. In general, the horizon year should reflect a realistic estimate of the project
completion date. For large developments phased over several years, review of intermediate
milestones prior to buildout should also be considered.
At a minimum, horizon year background traffic growth estimates must use the generalized
growth factors shown in Exhibit D-1. These growth factors are based on regional modeling
efforts, and estimate the general effect of cumulative development and other socioeconomic
changes on traffic throughout the region. Beyond this minimum, selection among the
various methodologies available to estimate horizon year background traffic in greater
detail is left to the lead agency. Suggested approaches include consultation with the
jurisdiction in which the intersection under study is located, in order to obtain more
detailed traffic estimates based on ongoing development in the vicinity.
D.6

PROPOSED PROJECT TRAFFIC GENERATION

Traffic generation estimates must conform to the procedures of the current edition of Trip
Generation, by the Institute of Transportation Engineers (ITE). If an alternative
methodology is used, the basis for this methodology must be fully documented.
Increases in site traffic generation may be reduced for existing land uses to be removed, if
the existing use was operating during the year the traffic counts were collected. Current
traffic generation should be substantiated by actual driveway counts; however, if infeasible,
traffic may be estimated based on a methodology consistent with that used for the proposed
use.
Regional transportation impact analysis also requires consideration of trip lengths. Total
site traffic generation must therefore be divided into work and non-work-related trip
purposes in order to reflect observed trip length differences. Exhibit D-2 provides factors
which indicate trip purpose breakdowns for various land use types.
For lead agencies who also participate in CMP highway monitoring, it is recommended that
any traffic counts on CMP facilities needed to prepare the TIA should be done in the
manner outlined in Chapter 2 and Appendix A. If the TIA traffic counts are taken within
one year of the deadline for submittal of CMP highway monitoring data, the local
jurisdiction would save the cost of having to conduct the traffic counts twice.
D.7

TRIP DISTRIBUTION

For trip distribution by direct/manual assignment, generalized trip distribution factors are
provided in Exhibit D-3, based on regional modeling efforts. These factors indicate
Regional Statistical Area (RSA)-level tripmaking for work and non-work trip purposes.
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(These RSAs are illustrated in Exhibit D-4.) For locations where it is difficult to determine
the project site RSA, census tract/RSA correspondence tables are available from MTA.
Exhibit D-5 describes a general approach to applying the preceding factors. Project trip
distribution must be consistent with these trip distribution and purpose factors; the basis
for variation must be documented.
Local agency travel demand models disaggregated from the SCAG regional model are
presumed to conform to this requirement, as long as the trip distribution functions are
consistent with the regional distribution patterns. For retail commercial developments,
alternative trip distribution factors may be appropriate based on the market area for the
specific planned use. Such market area analysis must clearly identify the basis for the trip
distribution pattern expected.
D.8

IMPACT ANALYSIS

CMP Transportation Impact Analyses contain two separate impact studies covering
roadways and transit. Section Nos. D.8.1-D.8.3 cover required roadway analysis while
Section No. D.8.4 covers the required transit impact analysis. Section Nos. D.9.1-D.9.4
define the requirement for discussion and evaluation of alternative mitigation measures.
D.8.1 Intersection Level of Service Analysis. The LA County CMP recognizes that
individual jurisdictions have wide ranging experience with LOS analysis, reflecting the
variety of community characteristics, traffic controls and street standards throughout the
county. As a result, the CMP acknowledges the possibility that no single set of
assumptions should be mandated for all TIAs within the county.
However, in order to promote consistency in the TIAs prepared by different jurisdictions,
CMP TIAs must conduct intersection LOS calculations using either of the following
methods:
The Intersection Capacity Utilization (ICU) method as specified for CMP highway
monitoring (see Appendix A); or
The Critical Movement Analysis (CMA) / Circular 212 method.
Variation from the standard assumptions under either of these methods for circumstances
at particular intersections must be fully documented.
TIAs using the 1985 or 1994 Highway Capacity Manual (HCM) operational analysis must
provide converted volume-to-capacity based LOS values, as specified for CMP highway
monitoring in Appendix A.
D.8.2 Arterial Segment Analysis. For TIAs involving arterial segment analysis, volume-tocapacity ratios must be calculated for each segment and LOS values assigned using the V/
C-LOS equivalency specified for arterial intersections. A capacity of 800 vehicles per hour
per through traffic lane must be used, unless localized conditions necessitate alternative
values to approximate current intersection congestion levels.
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D.8.3 Freeway Segment (Mainline) Analysis. For the purpose of CMP TIAs, a simplified
analysis of freeway impacts is required. This analysis consists of a demand-to-capacity
calculation for the affected segments, and is indicated in Exhibit D-6.
D.8.4 Transit Impact Review. CMP transit analysis requirements are met by completing
and incorporating into an EIR the following transit impact analysis:
Evidence that affected transit operators received the Notice of Preparation.
A summary of existing transit services in the project area. Include local fixed-route
services within a ¼ mile radius of the project; express bus routes within a 2 mile radius
of the project, and; rail service within a 2 mile radius of the project.
Information on trip generation and mode assignment for both AM and PM peak hour
periods as well as for daily periods. Trips assigned to transit will also need to be
calculated for the same peak hour and daily periods. Peak hours are defined as 7:308:30 AM and 4:30-5:30 PM. Both “peak hour” and “daily” refer to average weekdays,
unless special seasonal variations are expected. If expected, seasonal variations should
be described.
Documentation of the assumption and analyses that were used to determine the
number and percent of trips assigned to transit. Trips assigned to transit may be
calculated along the following guidelines:
Multiply the total trips generated by 1.4 to convert vehicle trips to person trips;
For each time period, multiply the result by one of the following factors:
3.5% of Total Person Trips Generated for most cases, except:
10% primarily Residential within 1/4 mile of a CMP transit center
15% primarily Commercial within 1/4 mile of a CMP transit center
7% primarily Residential within 1/4 mile of a CMP multi-modal transportation
center
9% primarily Commercial within 1/4 mile of a CMP multi-modal transportation
center
5% primarily Residential within 1/4 mile of a CMP transit corridor
7% primarily Commercial within 1/4 mile of a CMP transit corridor
0% if no fixed route transit services operate within one mile of the project
To determine whether a project is primarily residential or commercial in nature, please
refer to the CMP land use categories listed and defined in Appendix E, Guidelines for
New Development Activity Tracking and Self Certification. For projects that are only
partially within the above one-quarter mile radius, the base rate (3.5% of total trips
generated) should be applied to all of the project buildings that touch the radius
perimeter.
Information on facilities and/or programs that will be incorporated in the development
plan that will encourage public transit use. Include not only the jurisdiction’s TDM
Ordinance measures, but other project specific measures.
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Analysis of expected project impacts on current and future transit services and proposed
project mitigation measures, and;
Selection of final mitigation measures remains at the discretion of the local
jurisdiction/lead agency. Once a mitigation program is selected, the jurisdiction selfmonitors implementation through the existing mitigation monitoring requirements of
CEQA.
D.9

IDENTIFICATION AND EVALUATION OF MITIGATION

D.9.1 Criteria for Determining a Significant Impact. For purposes of the CMP, a
significant impact occurs when the proposed project increases traffic demand on a CMP
facility by 2% of capacity (V/C ≥ 0.02), causing LOS F (V/C > 1.00); if the facility is already
at LOS F, a significant impact occurs when the proposed project increases traffic demand
on a CMP facility by 2% of capacity (V/C ≥ 0.02). The lead agency may apply a more
stringent criteria if desired.
D.9.2 Identification of Mitigation. Once the project has been determined to cause a
significant impact, the lead agency must investigate measures which will mitigate the
impact of the project. Mitigation measures proposed must clearly indicate the following:
Cost estimates, indicating the fair share costs to mitigate the impact of the proposed
project. If the improvement from a proposed mitigation measure will exceed the impact
of the project, the TIA must indicate the proportion of total mitigation costs which is
attributable to the project. This fulfills the statutory requirement to exclude the costs of
mitigating inter-regional trips.
Implementation responsibilities. Where the agency responsible for implementing
mitigation is not the lead agency, the TIA must document consultation with the
implementing agency regarding project impacts, mitigation feasibility and
responsibility.
Final selection of mitigation measures remains at the discretion of the lead agency. The
TIA must, however, provide a summary of impacts and mitigation measures. Once a
mitigation program is selected, the jurisdiction self-monitors implementation through the
mitigation monitoring requirements contained in CEQA.
D.9.3 Project Contribution to Planned Regional Improvements. If the TIA concludes that
project impacts will be mitigated by anticipated regional transportation improvements,
such as rail transit or high occupancy vehicle facilities, the TIA must document:
Any project contribution to the improvement, and
The means by which trips generated at the site will access the regional facility.
D.9.4 Transportation Demand Management (TDM). If the TIA concludes or assumes that
project impacts will be reduced through the implementation of TDM measures, the TIA
must document specific actions to be implemented by the project which substantiate these
conclusions.
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